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Grid 50

Modular systems for 
commercial interiors



Grid 50 is a surface system suited for use on walls and and in mid-floor zones. The basic 
system consists of a metal grid. Decorative elements and merchandise supports, such as 
shelves, front arms, hanging frames or brackets, can be hooked into place anywhere in  
the grid. This enables flexible and customised merchandise displays, as well as easy  
adaptation to changing merchandise densities. The entire surface of Grid 50 can be  
exploited without restriction.
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Grid 50

Grid 50 panel 23 33⁄44" x 96 55⁄88" Set of wall fixing brackets Glide Ø 2 1313⁄1616"

Dimensions 23.780"
(604 mm)

96.614"
(2454 mm)

3.110"
(79 mm)4.882"

(124 mm)

Characteristics Several panels can be assembeld 
together to form wall panels of any 
Length.

Max. weight load = 440.9 lbs

 Observe the assembly and 
operating instruction

For fixing Grid 50 panel to on-site 
masonry.

 Observe the assembly and 
operating instruction

Adjustable height 3.0"–4.9".

 Observe the assembly and 
operating instruction

Order number black steel duro
  249-555.26
light silver duro
  249-555.12

black steel duro
  322-389.26
light silver duro
  322-389.12

If a single Grid 50 panel is used 
alone, 2 sets must be ordered; if 
several Grid 50 panels are assembled 
together only 1 set of wall fixing brack-
ets is required per panel.

black steel duro
  322-385.26
l  ight silver duro
  322-385.12

Incl. fixing set.

If a single Grid 50 panel is used 
alone, 2 adjustable feet must be 
ordered plus 2 sets of wall fixing 
brackets for lower panel support; if 
several Grid 50 panels are assembled 
together, only 1 adjustable foot and 
1 set of wall fixing brackets must be 
ordered per panel.
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Glide Ø 2 1313⁄1616"
with pin

Grid 50 panel 23 33⁄44" x 23 33⁄44" Screw set Grid 50 panel 35 5353⁄6464" x 53 4747⁄6464"
for gondolas

3.110"
(79 mm)4.882"

(124 mm)

0.236"
(ø 6 mm)

23.780"
(604 mm)

23.780"
(604 mm)

53.740"
(1365 mm)

35.827"
(910 mm)

Adjustable height 3.0"–4.9".

 Observe the assembly and 
operating instruction

Is fitted to Grid 50 panel 96 55⁄88" x 23 33⁄44".

Max. weight load = 110.2 lbs

 Observe the assembly and 
operating instruction

For connecting Grid 50 panels.

 Observe the assembly and 
operating instruction

Max. weight load = 264.6 lbs

 Observe the assembly and 
operating instruction

black steel duro
  322-386.26
light silver duro
  322-386.12

Incl. fixing set.

If a single Grid 50 panel is used 
alone, 2 adjustable feed must be 
ordered; if several Grid 50 panels are 
assembled together, only 1 adjustable 
foot must be ordered per panel.

black steel duro
  249-556.26
light silver duro
  249-556.12

black
  322-387.06
zinc coated
  322-387.21

Set of 7 pcs.

black steel duro
  313-753.26
light silver duro
  313-753.12
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Grid 50 gondola 35 5353⁄6464" x 55 55⁄1616" Grid 50 panel 24 11⁄6464" x 53 4747⁄6464"
for gondolas

Grid 50 gondola 24 11⁄6464" x 55 55⁄1616" Front arm, straight 1 33⁄1616" x 55⁄88"

35.827"
(910 mm)

55.315"
(1405 mm)

24.016"
(610 mm)

53.740"
(1365 mm)

55.315"
(1405 mm)

24.016"
(610 mm)

1.181“ x 0.591“
(30 x 15 mm)

13.780“
(350 mm)

Freestanding with base foot.

A T gondola can be easily created 
with 2 gondolas which are loosely 
inserted into one another.

Max. weight load = 264.6 lbs

 Observe the assembly and 
operating instruction

Max. weight load = 264.6 lbs

 Observe the assembly and 
operating instruction

Freestanding with base foot.

Several gondolas can be loosely 
aligned together.

Max. weight load = 264.6 lbs

 Observe the assembly and 
operating instruction

Max. weight load = 44.1 lbs

black steel duro
  212-122.26
light silver duro
  212-122.12

black steel duro
  313-754.26
light silver duro
  313-754.12

black steel duro
  212-123.26
light silver duro
  212-123.12

black steel duro
  371-609.26
light silver duro
  371-609.12
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Side hanging frame 1 33⁄1616" x 55⁄88" Metal shelf Bracket
for wooden shelf, concealed

Clamping bracket
for glass shelf

A 13.189“ (335 mm)
A 23.031“ (585 mm)
A 34.843“ (885 mm)

1.181“ x 0.591“
(30 x 15 mm)

12.598“
(320 mm)

13.386“ (340 mm)
23.228“ (590 mm)
35.039“ (890 mm)

14.961“
(380 mm)

9.843"
(250 mm)

1" x 0.591"
(25 x 15 mm)

3.150"
(80 mm)

Max. weight load = 66.1 lbs Steel plate with 2 (or 3) welded 
brackets.

Max. weight load = 22.0 lbs

Max. weight load = 44.1 lbs per 
bracket

Max. display depth = 15.748"

 Drawing no.: 
370-867 Wooden shelf 32 mm

 Observe the assembly and 
operating instruction

Max. weight load = 33.1 lbs per 
bracket

Max. display depth = 12.598"

 Drawing no.: 
286-620 Glass shelf 8 mm

black steel duro
13" x 12"  111-423.26
23" x 12"  111-424.26
35" x 12"  111-425.26
light silver duro
13" x 12"  111-423.12
23" x 12"  111-424.12
35" x 12"  111-425.12

black steel duro
13" x 15"  371-639.26
23" x 15"  371-641.26
35" x 15"  371-643.26
light silver duro
13" x 15"  371-639.12
23" x 15"  371-641.12
35" x 15"  371-643.12

black steel duro
  342-872.26
light silver duro
  342-872.12

At least 2 brackets are required per 
shelf.

light silver duro
  371-661.12

At least 2 brackets are required per 
shelf.
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Front arm, straight Side hanging frame 33⁄44" x 33⁄88" Mounting set for box Scliss

   5.906" (150 mm) 
11.811" (300 mm)

9.843"
(250 mm)

0.787" x 0.394"
(20 x 10 mm)

A 13.189" (335 mm)
A 23.031" (585 mm)

13.780"
(350 mm)

1.575"
(40 mm)

11.811"
(300 mm)

13.780"
(350 mm)

100 x

R 0.807“
(20.5 mm)

Max. weight load = 22.0 lbs Max. weight load = 33.1 lbs Max. weight load = 88.2 lbs Prevents scratches on hanging rails 
and front arms in silk or stainless steel.

To clip into coat hanger hook 
(Ø 0.134"–0.150" / Ø 3.4–3.8 mm).

black steel duro
6"  371-612.26
12"  371-613.26
light silver duro
6"  371-612.12
12"  371-613.12

black steel duro
13" x 10"  111-426.26
23" x 10"  111-427.26
light silver duro
13" x 10"  111-426.12
23" x 10"  111-427.12

light silver duro
  321-863.12

transparent
  929-449.02

Set of 100 pcs.
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Finishes
Grid 50

Standard surface finishes for basic system and  merchandise supports

black steel duro* light silver duro*

Special surface finishes for basic system and  merchandise supports

night blue forest green

highland green sterling silver duro*

dark bronze rose bronze

champagne gold traffic white duro*

* Duro surface finishes are ideal for all systems, products and 
supports that are subject to heavy wear.
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Visplay always tries to respect the rights of third parties. Should it not be stated in individual cases, this is an oversight and will be corrected accordingly.

ISO 9001 / ISO 14001

The safety of Visplay products is continuously monitored by external 
testing institutes, Intertek Germany and UL (Underwriters Laboratories 
Inc.).  
For electrified systems, the CE marking confirms conformity with the 
relevant directives.

All processes in our company are subject to a comprehensive 
management system which corresponds with the ISO 9001 quality 
standard and the ISO 14001 environment standard.

Copyright ©

All products by Visplay and their names are protected by intellectual 
property rights. This protection is valid for the basic system along with 
the merchandise supports and accessories. 

In the event of infringement, Visplay reserves the right 
to take legal steps.

• Our general conditions of delivery and sale are valid for all orders.
• We reserve the right to make technical and formal alterations.

Dimensions are generally shown in inches (approximate) and 
 millimetres (exact).

Ito =  Length to order 
hto =  Height to order
cto  =  Colour to order 
L =  Length 
A =  Axis 
H =  Height
D =  Depth

Delivery time
Please check delivery times with us.

Air freight
Items which are to be dispatched by air must not exceed a total length 
of 3 metres.

 Drawings of wooden and glass shelves
Production drawings of shelves with the 6 digit part number are 
available for download in the product area and in the download 
centre at www.visplay.com or can be received on request.

 Assembly and operating instructions 
Special assembly and operating instructions exist for all products by 
Visplay in order to guarantee the functions and safety. These 
instructions contain important information e.g. maximum weight loads, 
assembly dimensions or information on the correct assembly and use. 
The respective assembly and operating instructions are included in the 
delivery of our systems. A general catalogue is also available on 
request for planning purposes. The assembly and operating instructions 
are available for download in the download centre at www.visplay.com.



You can get in touch with us by email or by phone.
Contact details for our offices can be found here: 

www.visplay.com/contact

www.visplay.com    info@visplay.com




