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Mono 20 P/L

Mono 20 P/L is a single point support system that opens up an abundance of creative 
layout options for wall displays. Its round holder has an inner diameter of 20 mm and 
conceals a current output element. Once the holders have been installed in wall panels, 
diverse merchandise supports and fittings can be hooked into place and are secured 
against twisting or unintentional removal with a catch. Shelves with integrated LED lamps 
are automatically powered once inserted. Thanks to the system‘s electrification (24 V), 
monitors and digital devices can also be integrated into the display.

 Mono 20 P/L is approved by the Underwriter Laboratories Inc.

Single point support systems
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Mono 20 P/L holder set  with power 
cable
for wooden panels, electrified

Mono 20 P/L light holder set  with 
power cable
for wooden panels, electrified

Mono 20 P/L holder set
for wooden panels, without 
 electrification

Dimensions

Dimensions are generally shown in 
inches (approximate) and millimeters 
(exact)

10x 10x

10x

Characteristics Metal

Nominal voltage = 24 V DC  
Nominal current max. 7 A

Cable lengths = 31,496"

Max. weight load = 88,2 lb per holder

 Observe the assembly and 
operating instruction

Plastic

Nominal voltage = 24 V DC 
Nominal current max. 7 A

Cable lengths = 31,496"

Max. weight load = 11 lbs per holder

 Observe the assembly  
and operating instruction

Metal

Max. weight load = 88,2 lb per holder

 Observe the assembly and 
operating instruction

Order number chrome
  804-067.01
silk
  804-067.30
raw
  804-067.00

Set of 10 pcs, each with 6 screws.

grey
   332-673.05
black
  332-673.06
white
  332-673.23

Set of 10 pcs, each with 3 screws.

chrome
  320-056.01
silk
  320-056.30
raw
  320-056.00

Set of 10 pcs, each with 6 screws.

Mono 20 P/L
Single point support systems



22 1/2023 (US)

Mono 20 P/L

Mono 20 P/L light holder set
for wooden panels, without 
 electrification

Power supply set
for holders without electrification

Set of cover caps 24 V distributor, 6-way
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Plastic

Max. weight load = 18 lbs per holder

 Observe the assembly  
and operating instruction

Nominal voltage = 24 V DC  
Nominal current max. 7 A

Cable lengths = 31,496"

 Observe the assembly and 
operating instruction

Plastic.

 Observe the assembly and 
operating instruction

For use with imprecisely processed 
cover materials.

For powering up to 6 profiles with  
a max. 96 W converter. 

 Check the power consumption 
 of electrical appliances!

 
A switch input enables use of a power 
switch.

Nominal current max. 4 A (96 W)

grey
  332-672.05
black
  332-672.06  
white
  332-672.23

Set of 10 pcs, each with 3 screws.

black
  332-671.19

Set of 10 pcs.

chrome
  320-059.01
silk
  320-059.30
black
  320-059.06

Set of 10 pcs.

black
  138-974.18

Single point support systems
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Mono 20 P/L

90 W LED converter Extension cable 24 V Shoe shelf with LED lighting
electrified, for one shoe

Shoe shelf
without electrification, for one shoe

NV (24 V)
L = 19.488“

(495mm)

ø 0.303“
 (7.7 mm)

120 V
L = 59.055“
(1500 mm)

31.496“ (800 mm)
98.425“ (2500 mm)

ø 7.7 mm

2x

9.449“
(240 mm)

4.133“
(105 mm)

4.133“
(105 mm)

9.449“
(240 mm)

  The total power used by the 
connected appliances may not 
exceed the converter’s max. 
capacity.

Connection 100–240 V / 50–60 Hz 
Nominal voltage = 24 V DC / SELV

 Observe the assembly and 
operating instruction

Nominal voltage = 24 V DC 
Electric power: 2 W 
Colour temperature: 3000 K SDCM3 
Colour rendering index: 92 
Luminous flux: 1000 lm/m with opal 
diffuser

Max. weight load = 11,0 lb

Max. weight load = 11,0 lb

white
349-140.19

black
31"  332-203.18
98"  138-984.18

black steel duro
  991-003.26

black steel duro
  991-004.26

Single point support systems
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Shoe shelf with LED lighting
electrified, for one pair of shoes

Shoe shelf
without electrification, for one pair 
of shoes

Universal bracket
electrified, for wooden shelf

LED lighting fixture with cable 
connection
for wooden shelf

11.417“
(290 mm)

9.449“
(240 mm)

11.417“
(290 mm)

9.449“
(240 mm)

22.835" (580 mm)
35.039" (890 mm)
44.882" (1140 mm)

Nominal voltage = 24 V DC 
Electric power: 2 W 
Colour temperature: 3000 K SDCM3 
Colour rendering index: 92 
Luminous flux: 1000 lm/m with opal 
diffuser

Max. weight load = 11,0 lb

Max. weight load = 11,0 lb Max. weight load = 33,1 lb

Max. display depth = 14,961"

 Observe the assembly and 
operating instruction

 Drawing no.: 
991-217 Wooden shelf 0,866"

Cabel outlet sidewards.

Nominal voltage = 24 V DC 
Electric power: 6 W  
Colour temperature: 3000 K / 4000 K 
SDCM3  
Colour rendering index: 92  
Luminous flux: 1000 lm/m with opal 
diffuser 
LED board with reverse polarity 
protection

 Observe the assembly and 
operating instruction

black steel duro
  991-005.26

black steel duro
  991-050.26

black steel duro
  991-060.26

lighting: natural anodised aluminium 
3000 Kelvin
23" (6 W)  332-420.05
35" (10 W)  332-421.05
45" (13 W)  332-422.05
4000 Kelvin
23" (6 W)  332-436.05
35" (10 W)  332-437.05
45" (13 W)  332-438.05
lighting: black anodised aluminium 
3000 Kelvin
23" (6 W)  332-420.06
35" (10 W)  332-421.06
45" (13 W) 332-422.06
4000 Kelvin
23" (6 W)  332-436.06
35" (10 W)  332-437.06
45" (13 W)  332-438.06

Incl. supply cable l = 39" 
(halogen-free cable).

Mono 20 P/L
Single point support systems
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Pair of brackets Ø 33⁄44“
electrified, for wooden shelf

Fixing set
for Mono 20 P/L holder

Front arm, straight Ø 33⁄44" Side hanging rail Ø 33⁄44", 24"
T-arm

6.496"
(165 mm)

7.283"
(185 mm)

7.283"
(185 mm)

ø 0.785"
(20 mm)

L = 19.685"
(500 mm)

3.937“ (100 mm)
11.811“ (300 mm)

ø 0.787“
(20 mm)

11.811“
(300 mm)

23.622“
(600 mm)

ø 0.787“
(20 mm)

Nominal voltage = 24 V DC 
Nominal current max. 4 A

Brackets in pairs with current 
collector.

Max. weight load = 66 lbs

Max. display depth = 15"

 Drawing no.: 
704-396 Wooden shelf

To be screwed to the back of wooden 
panels.

Max. weight load = 44.1 lbs

Max. weight load = 44.1 lbs Max. weight load = 33.1 lbs

raw chromed
996-282.41

raw chromed
  320-254.41

Consisting of adapter and suspension 
lug.

chrome
4"  395-283.01
12"  395-287.01
silk
4"  395-283.30
12"  395-287.30
black steel duro
4"  395-283.26
12"  395-287.26 

chrome
  395-310.01
silk
  395-310.30
black steel duro
  395-310.26

Mono 20 P/L
Single point support systems
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Bracket Ø 33⁄44"
for side hanging rail Ø 33⁄44"

Side hanging rail Ø 33⁄44" Bracket Ø 33⁄44"
for wooden or glass shelf

Clamping bracket
for glass shelf

11.811“
(300 mm)

ø 0.787“
(20 mm)

lto

ø 0.787“
(20 mm)

10.886“
(276.5 mm)

ø 0.787“
(20 mm)

3.150“
(80 mm)

Coat-hangers can slide along the 
entire length of the side hanging rail.

Max. weight load = 33.1 lbs per 
bracket

To be inserted into brackets for side 
hanging rail.

Max. weight load = 33.1 lbs per 
bracket

Max. display depth = 14.961"

 Drawing no.: 
286-620 Tempered glass shelf 
8 mm

 Drawing no.: 
980-299 Wooden shelf 19 mm

Max. weight load = 22.0 lbs per 
bracket

Max. display depth = 12.598"

 Drawing no.: 
286-613 Tempered glass shelf 8 mm

chrome
  395-293.01
silk
  395-293.30
black steel duro
    395-293.26

At least 2 brackets are required per 
hanging rail.

chrome
lto 24"–96"  316-389.01
silk
lto 24"–96"  316-389.30
black steel duro
lto 24"–96"  316-389.26

24.409"–49" => 2 brackets  
49"–74" => 3 brackets  
74"–96.260" => 4 brackets

chrome
  395-297.01
silk
  395-297.30
black steel duro
  395-297.26

At least 2 brackets are required per 
shelf.

silk
  341-356.30
black steel duro
  341-356.26

At least 2 brackets are required per 
shelf.

Mono 20 P/L
Single point support systems
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T-bracket Ø 33⁄44"
for wooden or glass shelf

Bracket
for back bar 1 33⁄1616" x 55⁄88", oval

Back bar 1 33⁄1616" x 55⁄88"
oval

Hook, straight Ø 99⁄3232"

11.024“
(280 mm)

16.646“
(372 mm)

ø 0.787“
(20 mm)

2.756“
(70 mm)

0.591“
(15 mm)

1.181“
(30 mm)

lto

1.181" x 0.591"
  (30 x 15 mm)

5.906" (150 mm)
7.874" (200 mm)
9.843" (250 mm)
11.811" (300 mm)

ø 0.295"
(7.5 mm)

Max. weight load = 33.1 lbs

Max. display depth = 14.961"

 Drawing no.: 
978-388 Tempered glass shelf 
8 mm

 Drawing no.: 
375-895 Wooden shelf 19 mm

Max. weight load = 44.1 lbs per 
bracket

To be inserted into brackets for back 
bar 1 33⁄1616" x 55⁄88", oval.

For hanging on back bar.

Max. weight load = 4.4 lbs

chrome
  395-299.01
silk
  395-299.30
black steel duro
  395-299.26

silk
  395-316.30
black steel duro
  395-316.26

At least 2 brackets are required per 
hanging rail.

chrome
lto 24"–96"  306-400.01
silk
lto 24"–96"  306-400.30
black steel duro
lto 24"–96"  705-324.26

24.409"–49" => 2 brackets  
49"–74" => 3 brackets  
74"–96.260" => 4 brackets

chrome
6"  920-265.01
8"  920-266.01
10"  920-267.01
12"  920-247.01
silk
6"  920-265.30
8"  920-266.30
10"  920-267.30
12"  920-247.30
black steel duro
6"  920-265.26
8"  920-266.26
10"  920-267.26
12"  920-247.26

Hooks with the finish black steel duro 
can only be attached to hanging rail 
705-324.26 (black steel duro).

Mono 20 P/L
Single point support systems
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Hook, straight Ø 11⁄44" Bracket
for wooden shelf, concealed

Scliss

3.937" (100 mm)
5.906" (150 mm)
7.874" (200 mm)
9.843" (250 mm)

ø 0.236"
(6 mm)

6.890“
(175 mm)

ø 0.591“
(15 mm)

100 x

R 0.807“
(20.5 mm)

For hanging on back bar.

Max. weight load = 4.4 lbs

Max. weight load = 33.1 lbs per 
bracket

Max. display depth = 14.961"

 Drawing no.: 
380-025 Wooden shelf

 Observe the assembly and 
operating instruction

Prevents scratches on hanging rails 
and front arms in silk or stainless steel.

To clip into coat hanger hook 
(Ø 0.134"–0.150" / Ø 3.4–3.8 mm).

chrome
4"  920-281.01
6"  920-282.01
8"  920-283.01
10"  920-284.01
silk
4"  920-281.30
6"  920-282.30
8"  920-283.30
10"  920-284.30
black steel duro
4"  920-281.26
6"  920-282.26
8"  920-283.26
10"  920-284.26 

Hooks with the finish black steel duro 
can only be attached to hanging rail 
705-324.26 (black steel duro).

raw chromed
  395-317.41

At least 2 brackets are required per 
shelf.

transparent
  929-449.02

Set of 100 pcs.

Mono 20 P/L
Single point support systems
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Finishes

Standard surface finishes for basic system 20 P/L

silk chrome

Standard surface finishes for basic system Mono 20 P/L light

gray black

white

Standard surface finishes for merchandise supports

silk chrome

black steel duro*

* Duro surface finishes are ideal for all systems, products and 
supports that are subject to heavy wear.

Mono 20 P/L



Visplay always tries to respect the rights of third parties. Should it not be stated in individual cases, this is an oversight and will be corrected accordingly.

ISO 9001 / ISO 14001

The safety of Visplay products is continuously monitored by external 
testing institutes, Intertek Germany and UL (Underwriters Laboratories 
Inc.).  
For electrified systems, the CE marking confirms conformity with the 
relevant directives.

All processes in our company are subject to a comprehensive 
management system which corresponds with the ISO 9001 quality 
standard and the ISO 14001 environment standard.

Copyright ©

All products by Visplay and their names are protected by intellectual 
property rights. This protection is valid for the basic system along with 
the merchandise supports and accessories. 

In the event of infringement, Visplay reserves the right 
to take legal steps.

• Our general conditions of delivery and sale are valid for all orders.
• We reserve the right to make technical and formal alterations.

Dimensions are generally shown in inches (approximate) and 
 millimetres (exact).

Ito =  Length to order 
hto =  Height to order
cto  =  Colour to order 
L =  Length 
A =  Axis 
H =  Height
D =  Depth

Delivery time
Please check delivery times with us.

Air freight
Items which are to be dispatched by air must not exceed a total length 
of 3 metres.

 Drawings of wooden and glass shelves
Production drawings of shelves with the 6 digit part number are 
available for download in the product area and in the download 
centre at www.visplay.com or can be received on request.

 Assembly and operating instructions 
Special assembly and operating instructions exist for all products by 
Visplay in order to guarantee the functions and safety. These 
instructions contain important information e.g. maximum weight loads, 
assembly dimensions or information on the correct assembly and use. 
The respective assembly and operating instructions are included in the 
delivery of our systems. A general catalogue is also available on 
request for planning purposes. The assembly and operating instructions 
are available for download in the download centre at www.visplay.com.



You can get in touch with us by email or by phone.
Contact details for our offices can be found here: 

www.visplay.com/contact

www.visplay.com    info@visplay.com




