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Xero Twin P/L

Modular systems for 
commercial interiors



Xero Twin P/L is a vertical, powered aluminium profile. The Xero Twin P/L profiles are 
embedded in wooden panels or they are attached to the wall, and the individual panel 
elements can be easily replaced. The double slit can support two merchandise supports 
side by side or a central arm – for a fixed axis or cross-axis display. Thanks to its extensive 
range of merchandise supports, Xero Twin P/L enables animated displays and decorative 
highlights on walls and in mid-floor zones. It can be combined with Xero L P/L, which 
serves as a suitable end profile. The power rails are concealed in the Xero profile, and 
digital devices and LED lighting are automatically powered when hooked into place.

 
 Xero Twin P/L and Xero L P/L are approved by the Underwriter Laboratories Inc.
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Xero Twin P/L
Vertical support systems
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Xero Twin P/L

Xero Twin P/L profile
electrified, with power supply, without 
converter

24 V distributor, 6-way 90 W LED converter

Dimensions

118.110" (3000 mm)
hto

L = 78.740“
(2000 mm)

0.118“
(3 mm)

NV (24 V)
L = 19.488“

(495mm)

ø 0.303“
 (7.7 mm)

120 V
L = 59.055“
(1500 mm)

Characteristics Electrical profile must only be 
connected by authorised qualified 
personnel.

Please observe max. weight loads of 
merchandise supports.

 No alterations may be made to 
the Xero Twin P/L profile for safety 
reasons, with the exception of 
shortening the profile from the top. 
Only Xero Twin P/L merchandise 
supports and accessories may be 
used. Do not use any other parts!

Nominal voltage = 24 V DC 
Current max. 4 A

Max. weight load = 220.5 lbs per 40"

 Observe the assembly and 
operating instruction

For powering up to 6 profiles with a 
max. 96 W converter.

 Check the power consumption of 
electrical appliances!

A switch input enables use of a power 
switch.

Nominal current max. 4 A (96 W)

  The total power used by the 
connected appliances may not 
exceed the converter’s max. 
capacity.

Connection 100–240 V / 50–60 Hz 
Nominal voltage = 24 V DC / SELV

 Observe the assembly and 
operating instruction

Order number Profile: black anodised aluminium 
Cover: natural anodised  aluminium
118"  349-114.05
lto 10"–118"  349-117.05
Profile: black anodised aluminium 
Cover: black anodised  aluminium
118"  349-114.06
lto 10"–118"  349-117.06

Length measurements refer to the 
profile incl. infeed and end cap.

Incl. 1 flat end cap.

black
  138-974.18

white
349-140.19

Vertical support systems
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Xero Twin P/L

Xero Twin P/L profile
without electrical power

End cap set
for a round profile end

Panel fixing brackets
for wooden panels

Glass shelf with LED lighting
Fashion

118.110" (3000 mm)
hto

0.118“
(3 mm)

6.693"
(170 mm)

24.311“ (A 617.5 mm)
39.075“ (A 992.5 mm)
48.917“ (A 1242.5 mm)

16.353“
(420 mm)

Please observe max. weight loads of 
merchandise supports.

 No alterations may be made to 
the Xero Twin P/L profile for safety 
reasons, with the exception of 
shortening the profile from the top. 
Only Xero Twin P/L merchandise 
supports and accessories may be 
used. Do not use any other parts!

Max. weight load = 220.5 lbs per 40"

 Observe the assembly and 
operating instruction

Is screwed to the top of the profile 
and to the bottom of the power 
supply.

For installation of Xero Twin P/L profile 
in a milled wooden panel.

Is screwed to back of wooden 
panel and fitted in Xero 4, Xero 8 or 
Xero Twin P/L profile.

 Observe the assembly and 
operating instruction

Safety glass 0.236". 

To be inserted into electrical profile.

The glass in the area closest to the 
LED profile is 3°C warmer than the 
ambient temperature.
Nominal voltage = 24 V DC  
- lighting 6 W for axis 24" 
- lighting 10 W for axis 39" 
- lighting 12 W for axis 49"  
Colour temperature: 3000 K SDCM3  
Colour rendering index: 92  
Luminous flux: 1000 lm/m with opal 
diffuser

Max. weight load = 55.1 lbs 
Max. display depth = 14.370"

Profile: black anodised aluminium 
Cover: natural anodised  aluminium
118"  349-245.05
lto 10"–118" 349-246.05
Profile: black anodised aluminium 
Cover: black anodised  aluminium
118"  349-245.06
lto 10"–118" 349-246.06

Length measurements refer to the 
profile incl. end cap.

Incl. 1 flat end cap.

black
  349-057.06

zinc coated
  929-226.21

Set of 2 pcs.

lighting: natural anodised aluminium 
console: bright silver duro 
safety glass, clear
for axis 24"  318-141.42
for axis 39"  318-483.42
for axis 49"  318-142.42
safety glass, satinato
for axis 24"  318-141.45
for axis 39"  318-483.45
for axis 49"  318-142.45
lighting: black anodised aluminium 
console: black steel duro 
safety glass, clear
for axis 24"  318-141.52
for axis 39"  318-483.52
for axis 49"  318-142.52
safety glass, satinato
for axis 24"  318-141.55
for axis 39"  318-483.55
for axis 49"  318-142.55
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Xero Twin P/L

Glass shelf
Fashion

Glass shelf with LED lighting
Health & Beauty

Glass shelf
Health & Beauty

Brackets with single power adap-
ter 24 V
for wooden shelf

24.311“ (A 617.5 mm)
39.075“ (A 992.5 mm)
48.917“ (A 1242.5 mm)

16.353“
(420 mm)

10.039"
(255 mm)

31.021" (A 792.5 mm)
39.075" (A 992.5 mm)

10.039"
(255 mm)

31.021" (A 792.5 mm)
39.075" (A 992.5 mm)

15.984"
(406 mm)

Safety glass 0.236". 

Max. weight load = 55.1 lbs

Max. display depth = 15.551"

Safety glass 0.236". 

To be inserted into electrical profile.

The glass in the area closest to the 
LED profile is 3°C warmer than the 
ambient temperature.
Nominal voltage = 24 V DC  
- lighting 7 W for axis 31"  
- lighting 10 W for axis 39" 
Colour temperature: 4000  K SDCM3  
Colour rendering index: 92  
Luminous flux: 1000 lm/m with opal 
diffuser

Max. weight load = 55.1 lbs 
Max. display depth = 7.874"

Safety glass 0.236". 

Max. weight load = 55.1 lbs

Max. display depth = 8.858"

Brackets in pairs, with single power 
adapter on the right

To be inserted into the electrical 
profile. The single power adapter 
must only be connected by authorised 
qualified personnel.

Nominal voltage = 24 V DC 
Nominal current max. 4 A

Max. weight load = 55.1 lbs

Max. display depth = 14.961"

 Drawing no. 
229-120 Wooden shelf 30 mm

safety glass, clear 
console: bright silver duro
for axis 24"  318-147.42
for axis 39"  318-484.42
for axis 49"  318-148.42
safety glass, satinato 
console: bright silver duro
for axis 24"  318-147.45
for axis 39"  318-484.45
for axis 49"  318-148.45

lighting: natural anodised aluminium 
console: bright silver duro 
safety glass, clear
for axis 31"  318-139.42
for axis 39"  318-140.42
safety glass, satinato
for axis 31"  318-139.45
for axis 39"  318-140.45
lighting: black anodised aluminium 
console: black steel duro 
safety glass, clear
for axis 31"  318-139.52
for axis 39"  318-140.52
safety glass, satinato
for axis 31"  318-139.55
for axis 39"  318-140.55

safety glass, clear 
console: bright silver duro
for axis 31"  318-145.42
for axis 39"  318-146.42
safety glass, satinato 
console: bright silver duro
for axis 31"  318-145.45
for axis 39"  318-146.45

bright silver duro
  349-189.12
black steel duro
  349-189.26

Set of 2 pcs.

Without LED-lighting fixture.

Vertical support systems
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Xero Twin P/L

Brackets with single power adap-
ter 24 V
for wooden shelf

LED lighting fixture with cable 
connection
for wooden shelf

Brackets
for wooden shelf

Glass shelf with LED lighting
with single bracket
Fashion

15.984"
(406 mm)

22.835" (580 mm)
35.039" (890 mm)
44.882" (1140 mm) 15.984"

(406 mm)

24.409“
(A 620 mm)

16.299“
(414 mm)

Brackets in pairs, with single power 
adapter on the right

To be inserted into the electrical 
profile. The single power adapter 
must only be connected by authorised 
qualified personnel.

Nominal voltage = 24 V DC 
Nominal current max. 4 A

Max. weight load = 55.1 lbs

Max. display depth = 14.961"

 Drawing no. 
229-120 Wooden shelf 30 mm

Cabel outlet sidewards.
Nominal voltage = 24 V DC  
Electric power: 6 W  
Colour temperature: 3000 K / 4000 K 
SDCM3  
Colour rendering index: 92  
Luminous flux: 1000 lm/m with opal 
diffuser 
LED board with reverse polarity 
protection

 Drawing no. 
229-120 Wooden shelf 30 mm

 Observe the assembly and 
operating instruction

Max. weight load = 55.1 lbs

Max. display depth = 14.961"

 Drawing no. 
252-821 Wooden shelf 30 mm

Safety glass 0.236".

To be inserted into electrical profile.

The glass in the area closest to the 
LED profile is 3°C warmer than the 
ambient temperature.
Nominal voltage = 24 V DC  
Electric power: 6 W  
Colour temperature: 3000 K SDCM3  
Colour rendering index: 92  
Luminous flux: 1000 lm/m with opal 
diffuser

Max. weight load = 55.1 lbs

Max. display depth = 14.370"

bright silver duro
  349-189.12
black steel duro
  349-189.26

Set of 2 pcs.

Without LED-lighting fixture.

lighting: natural anodised aluminium 
3000 Kelvin
23" (6 W)  332-420.05
35" (10 W)  332-421.05
45" (13 W)  332-422.05
4000 Kelvin
23" (6 W)  332-436.05
35" (10 W)  332-437.05
45" (13 W)  332-438.05
lighting: black anodised aluminium 
3000 Kelvin
23" (6 W)  332-420.06
35" (10 W)  332-421.06
45" (13 W) 332-422.06
4000 Kelvin
23" (6 W)  332-436.06
35" (10 W)  332-437.06
45" (13 W)  332-438.06

Incl. supply cable l = 39" 
(halogen-free cable).

bright silver duro
  349-182.12
black steel duro
  349-182.26

Set of 2 pcs.

lighting: natural anodised aluminium 
console: bright silver duro 
safety glass, clear
  318-149.42
safety glass, satinato
  318-149.45
lighting: black anodised aluminium 
console: black steel duro 
safety glass, clear
  318-149.52
safety glass, satinato
  318-149.55

Vertical support systems
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Xero Twin P/L

Glass shelf
with single bracket
Fashion

T-bracket with single power 
adapter 24 V
for wooden shelf

LED lighting fixture with cable 
connection
for wooden shelf

Single power adapter 24 V
for bracket

24.409“
(A 620 mm)

16.457
(418 mm)

12.992“
(330 mm)

14.016“
(356 mm)

22.835"
(580 mm)

L = 19.685“
(500 mm)

Safety glass 0.236".

To be inserted into electrical profile.

Max. weight load = 55.1 lbs

Max. display depth = 14.370"

To be inserted into electrical profile.

Nominal voltage = 24 V DC 
Nominal current max. 4 A

Max. weight load = 55.1 lbs

Max. display depth = 14.961"

 Drawing no. 
247-841 Wooden shelf 25–30 mm

Cabel outlet sidewards.
Nominal voltage = 24 V DC  
Electric power: 6 W  
Colour temperature: 3000 K / 4000 K 
SDCM3  
Colour rendering index: 92  
Luminous flux: 1000 lm/m with opal 
diffuser 
LED board with reverse polarity 
protection

 Drawing no. 
Wooden shelf for LED lighting 
247-841 

 Observe the assembly and 
operating instruction

To be inserted into the electrical 
profile. The single power adapter 
must only be connected by authorised 
qualified personnel.

 The single power adapter may 
only be used with the Xero L P/L 
and the Xero Twin P/L profiles.

Nominal voltage = 24 V DC 
Nominal current max. 4 A

 Drawing no. 
091-254 Bracket contour

 Observe the assembly and 
operating instruction

safety glass, clear 
console: bright silver duro
  318-151.42
safety glass, satinato 
console: bright silver duro
  318-151.45

bright silver duro
  349-213.12
black steel duro
  349-213.26

Without LED-lighting fixture.

lighting: natural anodised aluminium 
3000 Kelvin
23" (6 W)  332-420.05
4000 Kelvin
23" (6 W)  332-436.05
lighting: black anodised aluminium 
3000 Kelvin
23" (6 W)  332-420.06
4000 Kelvin
23" (6 W)  332-436.06

Incl. supply cable l = 39" 
 (halogen-free cable).

silver
  349-060.19
black
  349-060.06

Incl. supply cable for electrical appli-
ances L = 19.865".

Vertical support systems
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Xero Twin P/L

Single power adapter 24 V
for various appliances

T-bracket
for wooden shelf

Fixing set
for Xero Twin P/L profile

Front arm, straight 1 33⁄1616" x 55⁄88"

L = 19.685“
(500 mm)

12.992“
(330 mm)

14.016“
(356 mm)

13.780“
(350 mm)

1.181“ x 0.591“
  (30 x 15 mm)

To be inserted into the electrical 
profile. The single power adapter 
must only be connected by authorised 
qualified personnel.

In addition to the connection of 
lighting fixtures, it is also possible 
to connect other types of electrical 
equipment whose overall power 
consumption does not exceed 4 A.

 The single power adapter may 
only be used with the Xero L P/L 
and the Xero Twin P/L profiles.

Nominal voltage = 24 V DC 
Nominal current max. 4 A

 Observe the assembly and 
operating instruction

Max. weight load = 55.1 lbs

Max. display depth = 14.961"

 Drawing no. 
252-820 Wooden shelf 30 mm

To be screwed to the back of wooden 
panels.

Max. weight load = 44.1 lbs

Max. weight load = 55.1 lbs

silver
  349-061.19
black
  349-061.06

Incl. supply cable for electrical appli-
ances L = 19.865".

bright silver duro
  349-183.12
black steel duro
  349-183.26

raw chromed
  395-650.41

Consisting of adapter and suspension 
lug.

chrome
  362-245.01
silk
  362-245.30
black steel duro
  362-245.26

Vertical support systems
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Xero Twin P/L

Side hanging rail 1 33⁄1616" x 55⁄88", 24"
T-arm

T-bracket 1" x 33⁄1616"
for wooden or glass shelf

Bracket 1 33⁄1616" x 1313⁄6464"
for side hanging rail 1 33⁄1616" x 55⁄88"

Side hanging rail 1 33⁄1616" x 55⁄88"
rectangular tube

11.811“
(300 mm)

23.622“
(600 mm)

1.378“ x  0.787“
(35 x 20 mm)

1.181“ x  0.591“
(30 x 15 mm)

14.646"
(372 mm)

11.496“
(292 mm)

0.984“ x 0.157“
   (25 x 4 mm)

11.811"
(300 mm)

1.181" x 0.591"
  (30 x 15 mm)

1.181" x 0.197"
(30 x 5 mm) 49.016" (1245 mm)

lto

1.181" × 0.591"
  (30 × 15 mm)

Max. weight load = 55.1 lbs Max. weight load = 55.1 lbs

Max. display depth = 14.961"

 Drawing no.: 
978-388 Tempered glass shelf 
8 mm

 Drawing no.: 
375-895 Wooden shelf 19 mm

Coat-hangers can slide along the 
entire length of the side hanging rail.

Max. weight load = 55.1 lbs per 
bracket

To be inserted into brackets for side 
hanging rail.

chrome
  362-246.01
silk
  362-246.30
black steel duro
  362-246.26

chrome
  362-247.01
silk
  362-247.30
black steel duro
  362-247.26

chrome
  395-699.01
silk
  395-699.30
black steel duro
  395-699.26

At least 2 brackets are required per 
side hanging rail.

chrome
lto 24"–96"  315-758.01
silk
lto 24"–96"  315-758.30
black steel duro
lto 24"–96"  315-758.26

24.409"–49" => 2 brackets 
49"–74" => 3 brackets 
74"–96.260" => 4 brackets

Vertical support systems
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Bracket 1 33⁄1616" x 1313⁄6464"
for wooden or glass shelf

Clamping bracket
for glass shelf

Scliss

10.827"
(275 mm)

1.181" x 0.197"
(30 x 5 mm)

2.362“
(60 mm)

100 x

R 0.807“
(20.5 mm)

Max. weight load = 55.1 lbs per 
bracket

Max. display depth = 14.961"

 Drawing no.: 
286-620 Tempered glass shelf 
8 mm

 Drawing no.: 
980-299 Wooden shelf 19 mm

Max. weight load = 33.1 lbs per 
bracket

Max. display depth = 14.961"

 Drawing no. 
286-620 Tempered glass shelf 
8 mm

Prevents scratches on hanging rails 
and fronT-arms in silk or stainless steel.

To clip into coat hanger hook 
(Ø 0.134"–0.150" / Ø 3.4–3.8 mm).

chrome
  395-697.01
silk
  395-697.30
black steel duro
  395-697.26

At least 2 brackets are required per 
side hanging rail.

chrome
  395-644.01
silk
  395-644.30
black steel duro
  395-644.26

At least 2 brackets are required per 
shelf.

transparent
  929-449.02

Set of 100 pcs.

Vertical support systems
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Standard surface finishes for basic system

natural anodised aluminium black anodised aluminium

Standard surface finishes for merchandise supports

black steel duro* light silver duro*

* Duro surface finishes are ideal for all systems, products and 
supports that are subject to heavy wear.

Finishes
Xero Twin P/L



Visplay always tries to respect the rights of third parties. Should it not be stated in individual cases, this is an oversight and will be corrected accordingly.

ISO 9001 / ISO 14001

The safety of Visplay products is continuously monitored by external 
testing institutes, Intertek Germany and UL (Underwriters Laboratories 
Inc.).  
For electrified systems, the CE marking confirms conformity with the 
relevant directives.

All processes in our company are subject to a comprehensive 
management system which corresponds with the ISO 9001 quality 
standard and the ISO 14001 environment standard.

Copyright ©

All products by Visplay and their names are protected by intellectual 
property rights. This protection is valid for the basic system along with 
the merchandise supports and accessories. 

In the event of infringement, Visplay reserves the right 
to take legal steps.

• Our general conditions of delivery and sale are valid for all orders.
• We reserve the right to make technical and formal alterations.

Dimensions are generally shown in inches (approximate) and 
 millimetres (exact).

Ito =  Length to order 
hto =  Height to order
cto  =  Colour to order 
L =  Length 
A =  Axis 
H =  Height
D =  Depth

Delivery time
Please check delivery times with us.

Air freight
Items which are to be dispatched by air must not exceed a total length 
of 3 metres.

 Drawings of wooden and glass shelves
Production drawings of shelves with the 6 digit part number are 
available for download in the product area and in the download 
centre at www.visplay.com or can be received on request.

 Assembly and operating instructions 
Special assembly and operating instructions exist for all products by 
Visplay in order to guarantee the functions and safety. These 
instructions contain important information e.g. maximum weight loads, 
assembly dimensions or information on the correct assembly and use. 
The respective assembly and operating instructions are included in the 
delivery of our systems. A general catalogue is also available on 
request for planning purposes. The assembly and operating instructions 
are available for download in the download centre at www.visplay.com.



You can get in touch with us by email or by phone.
Contact details for our offices can be found here: 

www.visplay.com/contact

www.visplay.com    info@visplay.com




